
DIVISION 100 - GENERAL PROVISIONS  

SECTION 104 - CONTROL OF WORK 

104.14 CONSTRUCTION SAFETY  

Contractors shall be required to insure that all employees, subcontractors and 
their suppliers, while on the job site and in conduct of Authority contracts, 
comply with all provisions of the NJTA-HASP Requirements and any other 
project specific Health and Safety Plan(s).  The Contractor shall familiarize 
himself with the contents appropriate to his operations.  The provisions of the 
Health and Safety Plans will be strictly enforced.  Non-compliance with safety 
specifications will be treated in the same manner as non-compliance with any 
Contract item.  Willful or repeated non-compliance could result in the shutdown 
of the job or the suspension of a portion thereof. 
 
The Contractor's personnel in any work area shall wear a vest at all times as specified in 
Subsection 920.03. 

 
The Federal Occupational Safety and Health Standards, 29 C.F.R. 1910 and 1926 
(and all future revisions or additions) are required by law to be followed on all 
work. 
 
The NJTA -HASP Requirements and any other project specific Health and Safety 
Plan(s) are supplementary documents to this law, and does not negate, abrogate, 

alter or otherwise change any provisions of OSHA, or any other applicable laws. 
 
Where other provisions in the Specifications conflict with provisions in the – 
NJTA-HASP Requirements and any other project specific Health and Safety 
Plan(s), the more stringent requirements, as determined by the Engineer, shall 
govern. 

  



[Include the following Sections 801 and 802 in contracts that involve construction on the 
TURNPIKE:] 

DIVISION 800 – TRAFFIC CONTROL 

SECTION 801 - GENERAL PROVISIONS 

801.04 MOVEMENT OF CONTRACTOR'S VEHICLES, EQUIPMENT AND 

PERSONNEL 

The Contractor's employees shall not walk across any active Turnpike roadway, 
nor walk along any active Turnpike roadway except within areas coned off or 
otherwise closed to the traveling public, or as specified herein for traffic control 
purposes. 
 
The Contractor's personnel in any work area not separated by a physical barrier and 
within 30 feet of any active Turnpike roadway shall wear a sleeveless vest as specified in 
Subsection 920.03. Vests shall be worn at all times while in view of the travelling 
motorists. 
 
The Contractor's personnel in any work area shall wear a vest at all times as specified in 
Subsection 920.03. 



DIVISION 900 – MATERIALS 

SECTION 920 – TRAFFIC CONTROL DEVICES 

[Include the following Subsection 920.03 in all contracts:] 

920.03 SAFETY VESTS 

 
Delete this Subsection in its entirety and replace it with the following: 
 
Safety vests shall meet the ANSI 107-2004 (Class 3) approved American National 
Standard for High Visibility Safety Apparel. 
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